
• 1.5N-48 Deck used with Side-lap Screws
• 1.5XTN-48 Deck used with Side-lap Screws

Nominal Dimensions

Standard Features
• ASTM A653 SS GR80 Class 3 for 22, 20 &18 gage
• ASTM A653 SS GR50 for 16 gage
• Standard lengths – 6’-0” to 40’-0”

Allowable Reactions at Supports Based on Web Crippling, Rn/Ω (lb/ft)
Bearing Length of Webs

One-Flange Loading Two-Flange Loading

Deck
Gage

End Bearing Interior Bearing End Bearing Interior Bearing

1½" 2" 3" 4" 3" 5" 1½" 2" 3" 4" 3" 5"

22 695 763 879 976 1318 1560 707 761 852 929 1595 1910

20 977 1071 1227 1359 1856 2185 1053 1130 1260 1369 2275 2711

18 1660 1809 2061 2273 3160 3687 1937 2069 2290 2476 3935 4651

16 1746 1897 2148 2361 3328 3857 2152 2290 2520 2713 4186 4915
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Section Properties

Deck 
Gage

Base Metal 
Thickness

Yield 
Strength

Moment of Inertia
at Deflection
Id = (2Ie+Ig)/3

Effective 
Section Modulus 

at Fy 
Allowable 
Moment

Vertical 
Web 

Shear

t Fy Id+ Id- Se+ Se- Mn+/Ω Mn-/Ω Vn/Ω

(in.) (ksi) (in4/ft) (in4/ft) (in3/ft) (in3/ft) (lb-ft/ft) (lb-ft/ft) (lb/ft)

22 0.0299 72 0.157 0.161 0.160 0.160 574 575 2380

20 0.0359 72 0.194 0.198 0.205 0.203 735 731 3318

18 0.0478 72 0.270 0.272 0.303 0.297 1088 1066 5123

16 0.0598 50 0.346 0.343 0.428 0.414 1068 1033 4489

Nested
Side-lap

A653 GALVANIZED STEEL 

Screw Fastened
XT Side-lap

XT Available in 22, 20, & 18 gage

• Galvanized G60 or G90 and galvanized with
   optional white primer
• IAPMO UES ER-2018 and FM Listed

48"

1 
1 2"

8"

prelim
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Inward Uniform Allowable Loads, ASD (psf)

Deck 
Gage Spans Criteria

Span (ft-in.)

6'-0" 6'-6" 7'-0" 7'-6" 8'-0" 8'-6" 9'-0" 9'-6" 10'-0"

22

Single
Wn / Ω 128 109 94 82 72 64 57 51 46

L/180 64 50 40 33 27 22 19 16 14

Double
Wn / Ω 125 107 93 81 71 63 56 51 46

L/180 157 123 99 80 66 55 47 40 34

Triple
Wn / Ω 155 133 115 100 88 78 70 63 57

L/180 123 97 77 63 52 43 36 31 27

20

Single
Wn / Ω 163 139 120 105 92 81 73 65 59

L/180 79 62 49 40 33 28 23 20 17

Double
Wn / Ω 160 136 118 103 91 80 72 64 58

L/180 193 152 122 99 81 68 57 49 42

Triple
Wn / Ω 198 170 147 128 113 100 89 80 72

L/180 151 119 95 77 64 53 45 38 33

18

Single
Wn / Ω 242 206 178 155 136 120 107 96 87

L/180 109 86 69 56 46 38 32 28 24

Double
Wn / Ω 233 199 172 150 132 117 105 94 85

L/180 265 208 167 136 112 93 79 67 57

Triple
Wn / Ω 290 248 214 187 165 146 130 117 106

L/180 208 163 131 106 88 73 62 52 45

16

Single
Wn / Ω 237 202 174 152 134 118 105 95 85

L/180 140 110 88 72 59 49 41 35 30

Double
Wn / Ω 225 193 166 145 128 113 101 91 82

L/180 334 263 211 171 141 118 99 84 72

Triple
Wn / Ω 280 239 207 181 159 141 126 113 102

L/180 262 206 165 134 110 92 78 66 57

Notes:  
1. End bearing length = 2 in.  Interior bearing length = 4 in.
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NOTICE: Design defects that could cause injury or death may result from relying on the information in this document without independent 
verification by a qualified professional. The information in this document is provided “AS IS”.  Nucor Corporation and its affiliates expressly 
disclaim: (i) any and all representations, warranties and conditions and (ii) all liability arising out of or related to this document and the information 
in it.

A653 GALVANIZED STEEL 

1 inch minimum thickness polyisocyanurate board meeting
ASTM C1289 Type II Class 2 Grade 2 passes
FM Procedure Class Number-4451: Test Method for Determining the Foot 
Traffic Resistance and Bearing Capacity of Insulation

300 lbs
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